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REPLACE EXISTING NAILS WITHIN THE AREAS FOR CONSOLIDATION ONLY
WITH NON-FEROUS NAILS

W1

D2

W2W3W4W5W6W7

EXISTING ASPHALT
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CONSOLIDATE BOTTOM 6" OF BOARDS & BATTENS AS REQUIRED
(ALLOW FOR 50% OF THE BUILDING LENGTH)
REPLACE EXISTING NAILS WITHIN THE AREAS FOR CONSOLIDATION ONLY
WITH NON-FEROUS NAILS

REBUILD BOTTOM 12" OF CORNER
REPLACE 4 LIN.FT. OF 3" WIDE BASE

REPLACE VERTICAL BOARD
REPLACE 8 LIN.FT. OF SKIRTING & BASE

CONSOLIDATE BOTTOM 8" OF WINDOW TRIM (SHOWN AS "X")
AT WINDOWS W1, W3 & W4

RESTORE THE EXTERIOR OF THE WINDOWS INCLUDING SASH, FRAMES AND MULLIONS:
SCRAPE. CLEAN AND CONSOLIDATE IF REQUIRED
RE-PUTTY MULLIONS (ALLOW FOR 50% FOR EACH WINDOW)
REPAINT

NOTE ON WINDOWS W1 TO W7:

A
PP

R
O

X.
 1

5
'-1

0
"

A
PP

R
O

X.
 1

2
'-1

0
"

SEE SPEC

GRADE

FINISHED FLOOR

W13
W14W15W16W17

EXISTING ASPHALT

EXISTING CHIMNEY

10
A2

EXIST.
RAMP

EXIST.
R.W.L.

EXIST.
GUTTER

SHINGLES ROOF

EXIST.
R.W.L.

EXIST. CONC.
STAIR

EXIST.
R.W.L.

APPROX. 50'-8" APPROX. 33'-2"

EXIST.
GUTTER

FOR ENLARGED ELEVATION
OF THE NEW BELFRY

A
PP

R
O

X.
 1

5
'-1

0
"

A
PP

R
O

X.
 1

2
'-1

0
"

A
PP

R
O

X.
 1

0
'-0

"
A
PP

R
O

X.
 1

2
'-0

"

SCRAPE , CLEAN AND REPAINT ALL WOODWORK
(BOARDS, BATTENS, SKIRTING, TOP TRIM,  WINDOW TRIM & SILLS)
CONSOLIDATE BOTTOM 6" OF BOARDS & BATTENS AS REQUIRED
(ALLOW FOR 50% OF THE BUILDING LENGTH)
REPLACE EXISTING NAILS WITHIN THE AREAS FOR CONSOLIDATION ONLY
WITH NON-FEROUS NAILS

SCRAPE , CLEAN AND REPAINT ALL WOOD SIDING, WINDOW TRIM AND SILL
CONSOLIDATE ENDS OF BOARDS AND CRACKED BOARDS AS REQUIRED
(ALLOW FOR 20 LIN.FT.)
REPLACE EXISTING NAILS WITHIN THE AREAS FOR CONSOLIDATION ONLY
WITH NON-FEROUS NAILS

NEW BELFRY
SEE SECTIONS &
ELEVATIONS

FACE OF ROOF EAVES
(TYP ALL AROUND)

FACE OF WALL BELOW
(TYP ALL AROUND)
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CHIMNEY

EXIST.
RIDGE

FACE OF GUTTER
(TYP )
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STAIR

NEW BELFRY BEYOND
SEE 9/A2 (MIRRORED) EXIST.

CHIMNEY

APPROX. 31'-6"

SCRAPE , CLEAN AND REPAINT ALL WOOD SIDING, DOOR & WINDOW TRIM
CONSOLIDATE ENDS OF BOARDS AND CRACKED BOARDS AS REQUIRED
(ALLOW FOR 40 LIN.FT.)
REPLACE EXISTING NAILS WITHIN THE AREAS FOR CONSOLIDATION ONLY
WITH NON-FEROUS NAILS

REPLACE EXIST. FLASHING WITH NEW PREFIN. ALUMINUM
INSTALL TIGHT TO BOARDS & UNDER ENDS OF BATTENS
CAULK ALONG THE TOP OF FLASHING FULL LENGTH
(SAME FOR BOTH SIDES OF ROOF)

REPLACE EXIST. FLASHING WITH NEW IN REGLETS

CONSOLIDATE
BOTTOM OF FRAME

REPLACE BOARDS
MARKED "X"
MATCH EXISTING
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U/S OF MAIN SPACE CEILING

U/S OF WR CEILING

TOP OF CEILING JOISTS

APPROX. 33'-3"

SCRAPE , CLEAN AND REPAINT ALL WOODWORK
(BOARDS, BATTENS, SKIRTING, TOP TRIM,  DOOR/WINDOW TRIM & SILLS)
CONSOLIDATE BOTTOM 6" OF BOARDS & BATTENS AS REQUIRED
(ALLOW FOR 50% OF THE BUILDING LENGTH)
REPLACE EXISTING NAILS WITHIN THE AREAS FOR CONSOLIDATION ONLY
WITH NON-FEROUS NAILS

REPLACE EXIST. SILL WITH NEW
MATCH EXIST. SIZE & PROFILE

RESTORE SIGNAGE
MATCH EXISTING

REPAIR FASCIA
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SEE 7/A2 FOR
ENLARGED SECTION OF
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TOP OF CEILING JOISTS
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ASSUMED PROFILE OF
ORIGINAL BRICK CHIMNEYS
(NOW REMOVED)

REMAINING LOWER SECTIONS
OF ORIGINAL BRICK CHIMNEYS
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2 - 2"x8" BLOCKING
BETWEEN EXISTING RAFTERS,
SECURED WITH SIMPSON JOIST HANGER
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(TO BE FINALIZED BY SHOP DRAWINGS)
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COLLAR TIES
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(ADJUST AS NECESSARY)

EXIST. ASPHALT ROOF
MAKE GOOD AFTER BELFRY INSTALLATION

2"X3" PERIMETER WOOD
BRACING, NAILED TO POSTS
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LCC PERIMETER FLASHING

3"X3" PERIMETER WOOD
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(NO FACE NAILING)

1 1/2" SOLID WOOD ARCHED TRIM,
 NAILED TO POSTS (NO FACE NAILING)

LCC DECORATIV E ELEMENT
(TO BE FINALIZED BY SHOP DRAWINGS)

3/4" THICK, EXTERIOR GRADE
PLYWOOD DECK/SOFFIT
(PAINT SOFFIT SIDE)

EAVES SOFFIT
BEYOND

SISTER THE EXISTING 2"X7" RAFTER
WITH A NEW 2"X10" (ONE SIDE ONLY)
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& TRIM, SEE ELEVATIONS

R1
'-1

 1
/2
"

1'-2"

1
'-5

"

EXIST. ASPHALT ROOF

LCC FLASHING
AT PENETRATIONS (TYP)

MAKE GOOD ASPHALT SHINGLES
AFTER THE INSTALLATION OF THE BELFRY
(USE SHINGLES MATCHING THE EXISTING)

EXISTING ROOF RIDGE

FACE OF EXISTING FASCIA

FACE OF EXISTING WALL BELOW

SEE 9/A2 FOR NOTES AND
DIMENSIONS ON THE BELFRY
SEE SECTION 8/A2 FOR THE LOCATION OF THE BELFRY
(THE AIM IS TO REUSE THE EXISTING PENETRATIONS
THROUGH THE ROOF DECK)

EXIST. ASPHALT ROOF BELOW

EXIST. ROOF RIDGE

SLOPE DOWN

SLOPE DOWN

3'-0"

1'-6" 1'-6"
CL CL
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CL
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4"X4" WOOD POSTS
(TYPICAL OF 4)

LCC FLASHING AT ROOF
PENETRATION, 4" EACH DIRECTION
(TYPICAL AT EACH POST)

BELFRY ROOF DRIP
FLASHING ABOVE (TYP)

BELFRY PERIMETER
TRIM ABOVE (TYP)

BELFRY ARCHED
TRIM BOARD ABOVE (TYP)

SNOW LOAD1.
SS=1.1 kPa (MISSISSAUGA), SR=0.4 kPa

q=0.44 kPa (1/50 YEAR WIND)
WIND LOAD2.

3.
ROOF = 0.8 kPa
SUPERIMPOSED DEAD LOAD

1.  THE STRUCTURE IS DESIGNED IN ACCORDANCE WITH THE ONTARIO BUILDING
CODE, PART 9 & PART 11.

2.  USE ONLY THE LATEST ISSUES OF ANY GOVERNMENT CODES, STANDARDS OR
REGULATIONS MENTIONED IN THE FOLLOWING NOTES.

3.  ALL WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF
THE ONTARIO BUILDING CODE.

4.  VERIFY ALL DIMENSION BEFORE PROCEEDING WITH THE WORK.  REPORT ANY
DISCREPANCIES.  DO NOT SCALE THESE DRAWINGS.

5.  FOR DETAILS AND DIMENSIONS NOT GIVEN ON STRUCTURAL DRAWINGS SEE
ARCHITECT, MECHANICAL AND ELECTRICAL DRAWINGS.

6.  FOR SIZE AND LOCATION OF MECHANICAL AND ELECTRICAL EQUIPMENT AND
OPENINGS SEE MECHANICAL AND ELECTRICAL DRAWINGS.  VERIFY ALL
DIMENSIONS WITH THE MECHANICAL AND ELECTRICAL CONTRACTORS.

7.  CO-OPERATE WITH THE ARCHITECT IN GIVING SUFFICIENT NOTIFICATION OF
WHEN WORKS ARE TO PROCEED SO THAT SAMPLING CAN BE CARRIED OUT.

8.  CO-OPERATE WITH ALL OTHER TRADES WHERE SUCH TRADES AFFECT THE
STRUCTURE.

9.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO SAFEGUARD ALL EXISTING
STRUCTURES AFFECTED BY THIS CONSTRUCTION.

10. MAKE ADEQUATE PROVISIONS FOR CONSTRUCTION STRESSES, WEATHER
PROTECTION AND FOR SUFFICIENT TEMPORARY BRACING AND SHORING TO
KEEP THE STRUCTURE PLUMB AND LEVEL DURING ALL PHASES OF THE WORK.

GENERAL NOTES

DESIGN LOADING

LUMBER

1.   ALL LUMBER SHALL CONFORM TO THE STANDARD GRADING RULES OF THE NATIONAL
LUMBER GRADES AUTHORITY AND TO CSA 086-M.

2.  ALL LUMBER SHALL BE SPF-No 1 UNLESS NOTED OTHERWISE.

3.  ALL JOISTS SHALL BE RESTRAINED AGAINST TWISTING BY TOE-NAILING AT THE ENDS AND
BY SOLID BLOCKING OR CROSS BRIDGING AT INTERVALS BETWEEN SUPPORTS NOT
EXCEEDING 7'-0".

4.  NAILS AND SPIKES SHALL CONFORM TO THE REQUIREMENTS  OF CSA B111, "WIRE NAILS,
SPIKES AND STAPLES" FOR COMMON ROUND WIRE NAILS OR COMMON SPIRAL NAILS. USE
SPIRAL NAILS FOR ALL PERMANENT NAILING.

5.  UNLESS OTHERWISE NOTED, NAILING SHALL CONFORM TO THE REQUIREMENTS OF PART 9 OF
THE ONTARIO BUILDING CODE.

6.  ALL PLYWOOD SHALL BE EXTERIOR GRADE REGARDLESS OF LOCATION.

7.  ALL JOIST HANGERS TO BE BY SIMPSON OR EQUAL, PROPERLY FITTED TO SUPPORTED
MEMBER, AND FULLY NAILED TO SUPPORTS.

8.  ALL BUILT UP BEAMS TO BE NAILED TOGETHER WITH TWO ROWS OF 3" SPIRAL NAILS AT 8"
c/c, STAGER ROWS TOP AND BOTTOM. DO NOT SPLICE MEMBERS BETWEEN SUPPORTS.

9.  ALL EXTERIOR TIMBER TO BE PRESSURE TREATED.

10. ALL NAILS, SPIKES, AND JOIST HANGERS TO BE GALVANIZED.
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A. DETERIORATION AT BOARDS' ENDS

A.

B. DAMAGE TO TOP TRIM C. CONDITION OF LOWER SIGN & DOOR TRIM

C.

D. CONDITION OF UPPER SIGN

C.

E. CONDITION OF SILL & STORM WINDOW AT W19 F. CONDITION OF SILL & TRIM AT W18

E. F.

B.

G.

G. DETERIORATION AT BOTTOM OF BOARDS & BATTENS H. DETERIORATION AT BOTTOM BOARD & SKIRTING I. WINDOW SILL & CRACKED BOARDS J. CRACKED BOARDS & DETERIORATED BOARDS' ENDS

H.

I.
J.

K. CONDITION OF BOARD & BATTEN ABOVE ADDITION'S ROOF, AS WELL AS FLASHING L. BOARDS FOR REPLACEMENT M. DETERIORATED FLASHING ABOVE WINDOWS N. DETERIORATED STORM FRAMES O. CRACKED BOARDS & DETERIORATED BOARDS' ENDS

K.

L.

M.

N.

K.

P. REPLACE DETERIORATED BOARDS

P.

Q. REPLACE CRACKED BOARD

Q.

R. REPLACE SKIRTING AND BASE S. CONSOLIDATE & PAINT  TRIM AND SILL

R.

S.

T.

T. SPLIT BOARDS AND RUSTED NAILS
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